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 HIGH PRECISION LABEL APPLICATOR

PICK & PLACE

Designed originally for the application of small labels where a high 
degree of registration is essential, plus the possibility of placing into 
recesses, the Pick & Place precision labeller will apply a wide 
variety of labels and with suitable jigging or product handling 
systems, can be integrated into an assembly line. 

The Pick & Place is available in the 
following versions:-

Ø  air   driven   with   solid   state 
     electronic controls 
Ø  air driven with programmable  
 controller micro processor
Ø totally air driven system 
 making it suitable where 
 labelling is required in Zone 1 
 hazardous areas or where the 
 environment is hostile to 
 electrical machinery

The above photo shows the Pick & Place machine 
applying gaskets.  This system consists of a multi-station 
indexing table with individual profile cut nests to accept 
mobile phone casings - manually loaded and auto random 
ejected.

Pick & Place  
machine in its semi-

automatic, basic 
format

The fine tolerances achievable with the 
Pick & Place lends itself ideally to this 
type of critical application to awkwardly 
shaped components, in many instances 
hand labelling of these products is 
virtually impossible.



PICK & PLACE - HOUSEHOLD GOODS
Plastic moulding decorated with a distinctively 
shaped label which needs to be positioned exactly 
in to the shaped recess in the brush neck.

PICK & PLACE - ELECTRICAL
Two vertically mounted Pick & Place  units coding 
and applying aluminium foil labels to both ends of 
the product.  Accurate register is paramount as the 
label and product are virtually the same size.

The Pick & Place machine (shown below) 
in semi-automatic format with manual 
loading and push/pull activation - applying 
labels into the recess of small electrical 
parts.

PICK & PLACE - ENGINEERING
An engineering use of the Pick & Place. The 
terminal block required a colour coded label to be 
placed deep inside the moulding.  Operating up to 
50 per minute, the machine is also fitted with a 
laser sensor to ensure every product is labelled 
before the next stage of assembly. 



PICK & PLACE - PLASTIC MOULDINGS
The Pick & Place system comprises of an 
indexing table and two precision labellers 
all mounted on a common base plate. The 
base plate is designed so as to be 
integrated into a turnkey application 
solution.

The indexing table design has cut outs to 
reduce weight / inertia - it has 8 jig / puck 
stations equally spaced.  Each jig / puck 
station has 2 moulding location positions 
and is made of a clear plastic material so 
the mouldings when labelled can be 
viewed by a camera.

The above precision labellers are designed to apply a label very accurately on to the mouldings. 
Accurate placement of labels is achieved on this machine by putting ‘vacuum hold’ on the label 
whilst it is still on the backing paper. This is made possible by bringing the label on its backing 
paper and the dispensing edge under the vacuum head until the slot web sensor detects the 
rear edge of the label, this signals the dispensing edge to return. As the dispensing edge 
returns, the backing paper is peeled away from the label which leaves the label fully dispensed 
on to the vacuum head. At this point the label is mechanically positioned whilst held on the 
vacuum head to ensure the label is in the exact same position each time.

The positioning of the jig /pucks tooling and the labelling heads is critical and has been 
designed successfully to maintain placement of the label to the moulding within a tolerance of 
0.4 mm

PICK & PLACE - COSMETICS
Glass nail varnish bottles have a transparent label 
applied to the concave bottom surface of the 
container. The filled bottle being fed from a 
conveyor into a rotary table where they are 
positioned and labelled. A second press down 
station ensures correct adhesion.

PICK & PLACE - COSMETICS
A variation on the standard style of 
lipstick labelling, the machine acts as 
part of the assembly process.  The body 
of the lipstick is fed in by hand whilst a 
bowl feed unit orientates an inner cap.  
After placing the cap, the label is applied 
covering the insert and completing the 
product.
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PICK & PLACE - LEISURE INDUSTRY
Twin headed semi-automatic system - the two 
Pick & Place units are mounted in vertically 
opposed format above and below an indexing 
carousel which are hand loaded with luggage 
tags. On reaching the labelling station, the 
Pick & Place units wait for the product with 
their respective labels in position on their 
vacuum apply pads.  

The labels are applied simultaneously and 
after labelling, the product will be auto-
ejected. The unit will only operate with 
product present and auto inhibit when empty 
station is detected.

A selection of products covering pharmaceuticals, 
cosmetics, electronics and general manufacturing 
industries shown in the labelled and unlabelled 
state.

With all these components the prime requisite is 
accuracy of placement. 

SPECIFICATION
Maximum label size 90mm x 45mm
Minimum label size 10mm x 4mm
Single phase supply 240V 50Hz
Clean air at 80 p.s.i.
Size - 380mm long x 
 180mm wide x 
 230mm high


